CS-TRS Seal

(B NE VAN A versatile, durable, polycarbonate seal for all applications.
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APPLICATIONS
= Electric Meters = Fibre Drums
= Water and Gas Meters = Scales
= Drum = Imported Carpets
= Gasoline Pumps = Tote Boxes
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= Uni-directional Seal

= Wire rotates around insert

= Easy to use — No Tools required

= Tamper - Indicating security seal and wire

= Single use seal — Cannot be re-sealed one opened
LASERMARK LOGOS /BARCODE
LASERMARK NUMBERING

MATERIAL

WIRE = Quter Clear body - Polycarbonate

- = Insert (Coloured) - Polycarbonate

LASERMARKING = Wire Rope — 0.067d, Stainless Steel 304 (1x7) with Nylon coated

LAST 3-DIGITS ON THE INSERT

DECORATIONS/ PRINTING

= Body - Direct laser mark: Name / Logo and consecutive numbering up to 7
digits

= Insert (Coloured) — Laser etched last 3 digits of serial number

11.5mm COLOURS (Insert)
‘ = Standard - Red/ Blue/ Yellow/ Black / Gray / Orange / Dark Green / Dark Blue

PRODUCT NUMBERS
= (CS5-0003 (Nowire)
= (S5-0803 (With 8” wire pre-attached)

STANDARD PACKAGING — Without Wires

= Standard Packaging: 100/Bag- 1,000/Carton
= Carton Dimension: 36cmL x 23cmW x 26cmH
= Carton Weight: Gross- 3.2kg Net—3kg

STANDARD PACKAGING — With 8” Wire Pre-attached
= Standard Packaging: 100/Bag- 1,000/Carton

= Carton Dimension: 36cmL x 23cmW x 26cmH

= Carton Weight: Gross- 3.7kg Net—3.5kg
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